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MODIFIED BITUMEN ROOF
MEMBRANE

INTERPLY SHEETS

TAPERED RIGID INSULATION,;
SLOPE TO DRAIN

EXISTING CONC SLAB

ROOF DETAIL - TYPICAL

3 11/2" = 10"

EXISTING CONCRETE
BATTLEMENT

CONTINUOUS BEAD OF
HIGH-GRADE URETHANE
SEALANT

CONTINUOUS BEAD OF
WATERBLOCK

FASTENER AND
TERMINATION BAR

MTL COUNTERFLASHING

MODIFIED BITUMEN
ROOF MEMBRANE

EXISTING CONCRETE
ROOF

4 ROOF DETAIL

11/2" =1'-0"

12" X 20" .032 THICK
PREFINISHED ALUM
FLANGE

8" MIN

SLOPE ——=

0.032" THICK ALUM
CLEAT, FASTEN TO
CONCRETE W/ MIN (8)
1/4" NAIL ANCHORS

FORMED COLLECTOR ——=
BOX

EXISTING CONCRETE
ROOF AND WALL

NOTE: IF EXISTING OPENING IS LESS THAN 4"
HIGH BY 6" WIDE, ENLARGE OPENING TO 4"
HIGH MINIMUM BY 6" WIDE MINIMUM PRIOR TO
INSTALLING SCUPPER AND ROOFING SYSTEM

ROOF DETAIL - SCUPPER

9 11/2" = 10"

SCUPPER

SILO BUMP
OUT BEYOND

'
1
\
N\
\

ROOF LIGHT FIXTURES

) ROOF SECTION

3/4" = 1'-0"

4'-71/2"

VIF

{A-301>

NEW CUSTOM HEAVY DUTY HOLLOW

METAL DOOR AND FRAME WITHIN
EXISTING OPENING IN SILO WALL

(zl)

301

CONCRETE INFILL BELOW

HEIGHT TO BE VIF BASED ON FINISHED HEIGHT OF NEW SILL

{A-301>

EXISTING GRADE
a

ENLARGED ELEVATION OF SILO DOOR

6 3/4" = 1'-0"

HEAD DETAIL

EXISTING
CONCRETE WALL

SEALANT

1 11/2" =1'-0"

EXISTING GRADE OUTSIDE

SILO - BACKFILL SOIL AS
REQUIRED

CONTRACTOR TO VERIFY IN
FIELD THAT DEPTH IS
SUFFICIENT TO EXTEND PAST
EXISTING GRADE INSIDE SILO

J1

DOOR
SEALANT

EXISTING
CONCRETE WALL

EXISTING CONCRETE
OPENING ; FASTENERS
MIN 3 PER SIDE

JAMB DETAIL

11/2"

61/2"

= 1 I_Oll

VIF EXISTING SILO WALL BYND.
- boor

WEATHER STRIPPING

NEW CONCRETE INFILL - ALIGNED
TO INSIDE FACE OF EXISTING SILO
WALL 24" DEEP

2!_0"

|~

EXTEND #4 REINF. DOWELS
INTO EXISTING CONC. SILO

WALL (BOTH SIDES)

7 EXISTING GRADE
\*/ INSIDE SILO

S1

NOTE: DOOR UNDERCUT TO BE 3/8"

SILL DETAIL

11/2"

NEW MODIFIED BITUMEN ROOF
AND TAPERED INSULATION
SLOPED TO NEW SCUPPER

EXISTING CONCRETE ROOF
AND PARAPETS

—— NEW MODIFIED BITUMEN ROOF
AND TAPERED INSULATION
SLOPED TO NEW SCUPPER

ROOF LIGHT FIXTURES

ALUMINUM PLATE LIGHT BOX IN

EXISTING OPENING W/ MATT WHITE
SHOP PAINTED FINISH TYP.

RING STRUCTURE

ALUMINUM PLATE INSERT W/
MATT WHITE SHOP PAINTED
FINISH, FLUSH WITH SILO
SURFACE TO SEAL OFF EXISTING
OPENING

SECTION

1/8" = 1'-0"

NEW DOOR

16' g 4 0
——

SCALE: 1/8" = 1'-0"
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